POLYPROPYLENE

BOOT CATCHBASIN
FRAME
CATCHBASIN
GRATE

DUMP STRAPS
EXPANSION RESTRAINT
(3" NYLON ROPE 2”
FLAT WASHERS)

OPTIONAL BAG DETAIL
OVERFLOW CROSS SECTION

CATCHBASIN GRATE

DUMP STRAPS

SILT SACK

THIS METHOD OF INLET PROTECTION IS APPLICABLE WHERE THE INLET DRAINS SHEET, OVERLAND

AND CONCENTRATED FLOWS (NOT GREATER THAN 1 CFS). THE METHOD CAN DRAIN FLAT AREA
TO STEEP SLOPES. INLET CAPACITY WILL DECREASE WITH THIS METHOD AND CONTRACTOR SHALL
EXPECT FLOODING TO OCCUR DURING HIGH FLOW EVENTS.

INSPECTION SCHEDULE SHALL COMPLY WITH THE 2008 EPA CONSTRUCTION GENERAL PERMIT

MAINTENANCE SHALL OCCUR WHEN NECESSARY. SILT SACKS SHALL BE CLEANED ONCE THE BAG
IS FILLED HALF WAY WITH DEBRIS. CONTRACTOR SHALL REMOVE SILT SACK AND PLACE NEW
UNIT. DO NOT EMPTY SILT SACK CONTENTS INTO THE CATCHBASIN.

CATCH BASIN W/ SILT SACK
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